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Pans & Lids in acceptable condition?
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Pass
Fail
Remarks
Inspector:
Procedure for Checking Fine Sieves
Preparation Date:          08/09/2018
Revised Date:                  N/A
Procedure Number:          BMPR QCD12
Frequency:                   12 months
Equipment Checked:          Fine Sieves, sieve sizes finer than No. 4.
Purpose:                  This method provides instructions for visually checking fine sieves. 
Inspection Equipment:         1.    Eye comparator or magnifier (recommended).
                           
Tolerance for cone:         Fine sieves shall pass visual inspection. As a general rule, if more than 50% of the sieve cloth is blocked with aggregate, the sieve must be rejected. 
Procedure:                  1.    Inspect the general condition of the sieve. Examine the frame and soldered joints for cracks and holes. Check that the sieve cloth is tight. 
                           2.    Ensure that the sieve has an appropriate label and is legible. 
                           3.    Inspect the catch pans and lids. They should be made to nest securely with the sieves and have no holes or defects. 
                           4.    Examine the cloth against a uniformly illuminated background. Look for pin holes and use an eye comparator or magnifier to examine any suspicious areas. If a tear in the cloth is discovered, reject the sieve and replace. 
                           5.    If obvious defects such as waviness, looseness, creases, wrinkles, or foreign matter are found, reject the sieve and replace.
                           6.    Indicate on the record Pass or Fail.
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